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Monitor

Quick Profile

« 9" black and white

« 1280 x 1024 maximum resolution

« Power Consumption (30 Watts Maximum)

9HP53SV
CRT 9" Diagonal, 90 Degree, Non-Glare
Max Resolution 1024 x 768 (Non-interlaced)
Compatibility Video Mode Vertical Horizontal Resolution
Frequency Frequency
VGA 60/70 Hz 31.5 KHz 640 x 480
Super VGA 56 Hz 35.2 KHz 800 x 600
8514 A 87 Hz 35.5 KHz 1024 x 768
Super VGA 60 Hz 37.8 KHz 800 x 600
Video input Analog : 0.7V p-p + 10 % 75 Ohm, RGB positive
Sync. input Separate Sync. : Hor. & Ver. TTL positive/negative
Signal Cable 15 pin D-Sub type connector
Frequency Horizontal 31.5KHz / 35.2 KHz / 35.5 KHz/37.8KHz
Vertical 50 Hz to 90 Hz
Distortion
Geometric Horizontal < £1mm, Vertical < +=1mm
Linearity Horizontal < 10 %, Vertical < 8 %
Pincushion <=1.5%
Video Bandwith 45 Mhz

Display Size

165 x 120 mm (Dependent on the signal timing)

User's Controls
Front
Rear

Power Switch, Contrast, Brightness
V-Size, H-Phase

Power Source

90 to 264 VAC, 60-50 Hz, Full range

Power Consumption

30 Watts Maximum

Dimensions (DxWxH)

245 mm x 240 mm 250 mm (930 sets/20" Container)

Weights
Gross 4.5 kg
Net 4 kg
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